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DIE CHANGEABLE

PAPER PUNCHING MACHINE

EXTRA DIE
EXTRA COST

TECHNICAL SPECIFICATION

Model Super ZX450

Machine Type Combo/Punching Binding Machine | Die Changeable
Brand NAMIBIND

Max. Punching Width 430 mm

Max. Punching Thickness Capacity 4 mm 40 paper at a time

Punching Speed 150 times/min

Gross Weight of Machine 260 kg Approx.

Punching Die Size 17"

PunchlngBie Available Wiro 3:1, Wiro 2:1, Calendar D cut, Spiral, Comb
Automatic Grade Sami Automatic

Colour Yellow & Red

Extra Die Weight Bkg

1. Punching margin is adjustable from 2.5mm to 6.5mm (not include the calendar dies)
2. With wire closing system for both 3:1 & 2:1 on the back of the machine

3. Can closer wire from 4.8 mm to 38 mm({3/16" to 11/2")

4. Easy operation by foot pedal

5. Exchangeable punching dies for all kinds of punching pattern

6. Change dies is easy and fast, take 5/10 minutes.

7. Motor Power : 220V/50Hz,110V/60Hz , 1500W

&. Multiple Punching Die Available

9. Close of Double wire is easy

Country of Origin India

Reg. Office

NATIONAL INDUSTRIES

R-13, Ansal Chamber-1, Ground Floor, Bhikaji Cama Place

New Delhi-110066 (INDIA), Opp. Bhikaji Cama Place Metro Station
Phone : 011-46006387, 8130966224,9555086767 E 7
Toll Free (India) : 1800-3010-7005 | Email : sales@namibind.com | www.namibind.com
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